DUCT RESTRAINT FOR SEISMIC LOAD

STAND FOR DUCTS SIZES
3 x 3 x /4 Qussets
L3X3X1/4 (4/Plate>
— ] 50
} /—mS/B /—3 x 3 x 1/4 HSS,
1.30
£ I 5,00 12,00
L3X3X1/4 3.00
3 x 3 x 1/4 Gusset 12.00

BOTTOM STEEL PLATE
12x12 x 1/4 THICK

—3 x 3 x 1/4 HSS

Option 1 (Concrete SlakX

Concrete anchor
HILtl KBTZ 1/2 x 5 1/2

NOTES:

12 x 12 x 1/4 Plate

(See Detoil {1). Stand and Base Plate shown is for reference

only. Dasign and fabrication by others.

{2). Use minimum of one {(4) Hilli KB TZ
1/2"%5-1/2" anchor or equivalent to mount each
stand fool to concrete slab with 3-1/4"
embedment with a minimum 4" edge distance.

{3). IF steel decking, use min. of {4) A307 1/2"
Bolt with 1/4" backing plate.

4% (mind — {4). Use 1/4" Tek Screws @ 6" O.C. io attach the
duct stand to the existing ductwork.
fptlon 2 (Steel Deck) ELEVATION VIEW
{4 1/2" A307 Bolt
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